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DL-TYPE DOUBLE PITCH ROLLER CHAIN (FOR CONVEYOR) 

DL Type Double Pitch Roller Chain
DL type double pitch roller chain is another version of R type roller in which resin rollers are employed to reduce weight and travel noise. Nickel 
plated versions and stainless steel versions are also available. The DL type can be used with various attachments.
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KCM C2042  DL 25.40  7.95 15.88  3.97 16.05 17.55 1.5 11.7 0.44（ 45） 0.49 120

KCM C2052  DL 31.75  9.53 19.05  5.09 20.30 21.75 2.0 14.6 0.69（ 70） 0.80  96

KCM C2062  DL
38.10 12.70 22.23  5.96

25.30 26.80 2.4
17.5 1.03（105）

1.10  80

KCM C2062H DL 28.50 30.00 3.2 1.40  80

KCM C2082  DL
50.80 15.88 28.58  7.94

32.15 35.25 3.2
23.0 1.77（180）

1.83  60

KCM C2082H DL 35.40 38.50 4.0 2.26  60

KCM C2102H DL 63.50 19.05 39.67  9.54 43.45 46.40 4.8 28.9 2.55（260） 3.42  48

KCM C2122H DL 76.20 25.40 44.45 11.11 53.70 57.10 5.6 35.0 3.82（390） 4.66  40

○ Dimensions  [Unit: mm] 

NOTES: - Connecting links for C2080 or larger models use split pins. 
 - Sprockets: For S-roller type chains with teeth No. 29T (with 14 1/2 working teeth) or smaller, use the exclusively designed sprocket for double-pitch roller chains. 
 　　　　　　　  For R-roller type chains, use the exclusively designed sprocket for R-roller type double pitch chains.




